





Support Leg
Adjustable rear support leg.

Skids suitable for normal loading
or uncoupled loading mode.

Low Profile Mudguards

At less than 200mm between the
bed and the top of the
mudguard, the low profile
mudguard allows ample clearance
for most car doors.

Coupling Head

The lockable coupling head can
be locked on or off the coupling
for additional security. Available
on CT115, CT136SA and CT136TA
only. See CT177 standard features
for CT136HD coupling head.
(Padlock not included).

CT115 & CT136
Options

Lights are positioned well clear of
the trailer body.
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Skids do not protrude beyond the
trailer deck, and can be refitted
beneath the lowest of vehicles.

The addition of selected accessories allows
you to further enhance your transporter,
and tailor it to suit your specific needs.

Winch Options*

Circuit 600kg mechanical cable winch.
Rally 1050kg mechanical cable winch.
Recovery 1500kg mechanical cable winch.

Winch Mounting Kit - required with
Winch option above

Mounting bar and winch mounting bracket allows
winch to be fitted in left or right hand mounting
positions.

Tyre Rack - Straight Bar (see opposite)

Mounted to the front of the trailer this adjustable
rack can accommodate a set of wheels / tyres ranging
from 500mm to 650mm in diameter

Tyre Rack - Cranked Bar

Mounted to the front of the trailer this adjustable
rack can accommodate a set of differently sized
wheels / tyres. Maximum difference in tyre
diameters of 65mm.

Removable Vehicle Wheel Chock

For vehicles with low ground clearance this feature is
invaluable. The wheel stop can be fitted between the
wheel and the spoiler AFTER the vehicle is loaded.

Heavy Duty Wheel Straps
Heavy duty wheel securing straps incorporating soft-
link to avoid damage to alloy wheels.

Lockable Toolbox

Heavy duty, lockable, steel toolbox allows wheel
straps and tools to be locked away securely.

Winch mounting kit

* w

Removable vehicle wheel chock

Heavy duty wheel straps and Toolbox

*Weights refer to maximum weight of rolling vehicle.
All winch options have an automatic brake, preventing
the vehicle from rolling back if the winch handle is
released whilst loading or unloading.



Beavertail
HENERS

Closely related to the flatbed range, but
with the addition of a sloping rear bed
section, these trailers offer the flexibility
of a flatbed with an added benefit of a
low loading height' to the rear of the
trailer.

The beavertail range is offered in width options
ranging from: 6’ 6” to 7' 6”, and length options
from 14’ to 16’ and two maximum gross weight
versions, 2000Kg and 3500Kg.

As with all our flatbed trailers the Beavertail can be
fitted with many accessories, these include winch,
full width loading ramp, loading skids, rear prop
stands, headboard and ladder rack.

The beavertail models
described here have

all the benefits of the
regular flatbed range.
For full information

on the Ifor Williams |
flatbed range please
ask your dealer for ¥
the Commercial
brochure.

1 Vehicles with low ground clearance may not be suitable for
loading on this type of trailer.

LM167/B with optional headboa
skids, glectric winch, propstands and

LM166/B with optional propstands




Tiltbed

HENER

CT166 with optional dropsides, headboard and 3’ loading ramp CT166 with optional headboard and 3’ loading ramp

CT166 with optional 3’ loading ramp
(1" loading ramp comes as standard)

For owners of wheeled plant and
machinery the Tiltbed is an ideal choice,
providing all the benefits of the flatbed
range, combined with an easily tilted
platform for effortless loading.

There are two size options in the range: 16’ long,
6ft’ 6” wide and 16’ long, 7' 6" wide. Both models
offer the maximum gross weight of 3500Kg.

The low tilt angle (approximately 12 degrees) and
drop down tail ramp make it easier to drive or winch
almost any kind of wheeled vehicle onto the trailer
bed. This model is ideally suited to vehicles with
differing front to rear wheel track such as specialist
ground maintenance equipment and large mowers.
A longer (3') loading ramp is also available as an extra
cost option to further smooth the transition between
the ground and the trailer bed.

Tough, adaptable, and easy to maintain all
models are fitted with a tough resin coated
plywood platform as standard. A factory fit
option of aluminium tread-plate covering is
available along with recessed lashing rings.
Trailers can be further enhanced by the
fitment of accessories such as drop-sides,
headboard, ladder rack or mesh side
extensions.

The tiltbed models described here have all the
benefits of the regular flatbed range. For full
information on the Ifor

Williams Tiltbed range
please ask your dealer
for the Commercial
brochure.




Beavertail & Tiltbed Beavertail & Tiltbed
Standard Dimensions Options
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Beavertail Trailers
Maximum
Gross Weight  Tyres
LT146/B 2000kg 145R10C . Option Option1 Option** Option Option Option Option - Option - Option
LM146/B 3500kg 195/60R12C . Option Option1 Option** Option Option Option Option - Option - Option
LM147/B 3500kg 195/60R12C . Option Option1 Option** Option Option Option Option - Option - Option
LM166/B 3500kg 195/60R12C . Option Option1 Option** Option Option Option Option - Option - Option
LM167/B 3500kg 195/60R12C . Option Option1 Option** Option Option Option Option - Option - Option
Tiltbed Trailers
CT166 3500kg  195/60R12C . Option Option* Std Option  Option - - Option Option Option -
CT167 3500kg  195/60R12C . Option Option* Std Option  Option - - Option Option Option -
*  Excludes tailboard: a standard ramp (1’) is included
within the trailer price.
t  Must be specified at time of order, requires
dropside fittings.
**  Dropside Fittings must be specified at time of
order, factory fit only. >
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Car Transporter Trailers
CT115 (single axle) 1400kg  155/70R12C . Option - Option Option Option Option - - - - - - Option Option Option Option Option -
CT1365A (single axle) 1400kg 155/70R12C o Option - Option Option Option Option - - - - - - Option Option Option Option Option -
CT136TA (twin axle) 2000kg 155/70R12C o Option Option Option Option Option Option - - - - - - Option Option Option Option Option -
CT136HD (twin axle) 2600kg 155/70R12C o Option Option Option Option Option Option - - - - - - Option Option Option Option Option -
CcT177 3500kg  155/70R12C . Std Option Option Option  Std Std Option Option Option Option Option Option - - - - - Option
All trailers are twin axle unless stated otherwise.
Coupling locks and wheel clamps can be supplied
for all trailer models. Prices on application.
Dimensions and weights are given as a guide only.
We reserve the right to alter specifications without
notice.
Optional accessories have been priced as factory
fit items, ordered with your trailer. If ordered at a
later date, your distributor may need to fit the
items, which will result in fitting charges being
incurred.




CAR TRANSPORTER TRAILE

Car Transporter Trailers
CT115 (Single Axle)
CT136SA (Single Axle)
CT136TA (Twin Axle)
CT136HD (Twin Axle)
CT177

Beavertail Trailers
LT146/B

LM146/B

LM147/B

LM166/B

LM167/B

Tiltbed Trailers
CT166
CT167

*  Excludes tailboard: a standard ramp (1) is included within the trailer price.

Maximum Gross Weight

1400kg
1400kg
2000kg
2600kg
3500kg

Maximum Gross Weight

2000kg
3500kg
3500kg
3500kg
3500kg

3500kg
3500kg

Tyres

155/70R12C
155/70R12C
155/70R12C
155/70R12C
155/70R12C

Tyres

145R10C
195/60R12C
195/60R12C
195/60R12C
195/60R12C

195/60R12C
195/60R12C

Delivery Charge to UK
Mainland Distributor

£65
£65
£65
£65
£65

Delivery Charge to UK
Mainland Distributor

£65
£65

Basic Trailer

£1,150
£1,200
£1,470
£1,530
£2,815

Trailer fitted with Resin
Coated Plywood Platform

£1,995
£2,230
£2,450
£2,375
£2,610

£2,755
£3,245

T Must be specified at time of order, requires dropside fittings.
**  Dropside Fittings must be specified at time of order, factory fit only.
*** Deduct £50 for mesh sides if trailer ordered with 3’ high rear ramp.

Spare Wheel & Bracket

£90
£90
£90
Std

Aluminium Treadplate

Floor Covering

£355
£355
£405
£400
£455

£395
£455

Centre Decking - Aluminium

Treadplate Infill

£160
£160
£200

Removable Headboard,
Dropside & Tailboard

£3857
£385f
£4057
£4551
£475f

£310*
£330*

Softlink Adjustable Wheel

Straps (pair)

Dropside Fittings

£95**
£95%*
£95%*
£95%*
£95%*

Std
Std

Vehicle Wheel Chocks (Pair)

Removable Headboard

£90
£90
£75
£90

£75
£90

Heavy Duty Lockable

Steel Toolbox

£50
£50
£50
£50
Std

Removable Ladder Rack
(Headboard Required)

£55
£70
£55
£70

£55
£70

Winch Mounting Kit

£85
£85
£85
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1.8m/6’ Long Perforated Galvanized Steel
Skids (Pair) (Including Prop Stands)

GMS Strap Winch (Manual)

£660

1.8m/6’ Long Aluminium Skids (Pair)

(Including Prop Stands)

GMS Cable Winch (Manual)

£620

Weldmesh Panelled Side Extensions

£520%**
£550%**

3T Strap Winch (Manual)

£260

Recessed Lashing Ring (Pair)

£20
£20
£20
£20
£20

£20
£20

3T Cable Winch (Manual)

£270

3 Full width Loading Ramp
(Replaces Standard Ramp)

£135
£150

RS

E40 Cable Winch (Electric)
(Supplied with Jumper Leads)

£645

6 Full width Loading Ramp
(Replaces Standard Ramp)

E40 Cable Winch with Battery

£795

Mud Flaps
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£20
£20
£20
£20

£20
£20

Circuit 600kg Mechanical

Cable Winch

Prop Stands

£5
£50
£50
£50
£50

o

Rally 1050kg Mechanical

Cable Winch

Manual Winch - Cable (2000kg)
Supplied with Bracket

Recovery 1500kg Mechanical

Cable Winch

Manual Winch - Cable (3000kg)
Supplied with Bracket

£295
£295
£295
£295
£295

Tyre Rack - Cranked Bar

£105
£125
£125
£125

Electric Winch (12v) - Cable
(Supplied with Bracket)

Tyre Rack - Straight Bar
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Optional accessories have been priced as factory fit
items, ordered with your trailer. If ordered at a later
date, your distributor may need to fit the items,
which will result in fitting charges being incurred.

Prices are ex-works and are subject to delivery charges
and the VAT rate applicable at the date of supply.

All trailers are twin axle unless stated otherwise.
Coupling locks and wheel clamps can be supplied for
all trailer models. Prices on application.

Dimensions and weights are given as a guide only. We
reserve the right to alter specifications without notice.

© Ifor Williams Trailers Ltd 2009. All rights reserved.

Ifor Williams

IFOR WILLIAMS TRAILERS LTD
Cynwyd, Corwen, Denbighshire LL21 OLB
Telephone +44 (0)1490 412527

sales@iwt.co.uk

www.iwt.co.uk 07/09



CT177 with optional winch

Product design, descriptions, colours, specifications etc. correct at time of
going to press. We constantly strive to improve our products, and from
time to time this may result in changes to our range or to individual
models. Please check that design, description, colours, specifications
described in this brochure are still valid at the time of placing an order.

Our distributors have extensive product knowledge and will be pleased
to offer assistance in the selection of your trailer.

© Ifor Williams Trailers Ltd 2007.
All rights reserved.

No part of this publication may be reproduced in any form or by any
means, without the prior written permission of Ifor Williams Trailers Ltd.
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Ifor Williams Trailers Ltd

Cynwyd, Corwen, Denbighshire LL21 OLB UK
Telephone +44 (0)1490 412527

Facsimile +44 (0)1490 413216

For further information visit our
comprehensive website

www.iwt.co.uk

Distributed throughout the UK & Europe
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Design by lkon Design Ltd. Photography by Red Photography Ltd.

We would like to thank the following for their assistance in the photography of this
brochure:

Conwy Land Rover. Fords of Winsford. Thornes Jeep, Wakefield. Rug Estates, Corwen.
Peter Williams, (Health Care Centre, St. Asaph). Emrys Vaughan. John Crowson.



