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GP126 Tri-Axle low sided with optional filled in sides & 1.83m/6’ ramp



Internal Width

SIZE COMBINATIONS

Platform Length

Loading Height

Side Panel Height

3060mm/10" 3660mm/12" 4285mm/14’ Low High
1800mm/5"11" GP106 GP126 400mm/ 1’4" 1290mm/11”|410mm/16"
\1840mm/6’ GP126 Tri GP146 Tri 400mm/1'4"  |270mm/11"|410mm/16")

Loading heights will vary slightly depending on tyre options.

GP126 (see specification o

Site)

i
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GP126 (see specif.i.cation opposite)

Plant

HENES

The Ifor Williams plant trailer range is
designed specifically for transporting
plant machinery and has been standard
equipment for many plant users and
plant hire firms since the 1980s.

We offer three distinct types of plant
trailer; The GP Range, described below
and GX & GH Ranges (see overleaf):

The GP series trailers, widely regarded as the toughest
plant trailers in the industry, have an open rectangular
steel framework, integral with the chassis.

Maximum gross weight of the range is 3500kg.
Models range from the smallest GP106 to the largest
GP146. Trailers are offered with three tyre options and
larger models are also available as tri-axle versions.

GP models are fitted with a tough resin-coated
plywood platform. Various options are also available
including factory fitted aluminium treadplate floor
covering, bolt on ramp knife edge and 1.8m/6’ skids or
ramp in place of the standard size of 1.2m/4".

All our plant trailer models are fitted with integrated
ramp or skid supports. This standard feature ensures
trailers are supported whilst being loaded without the
need to deploy prop stands.

GP trailers can be ordered with either low sides or
high sides (see table above for dimensions).

Low sided models are offered with either open or
closed sides and have a bucket rest fitted as standard.

High sided models come with filled in sides and an
optional bucket rest. This option is ideally suited to
users who require flexible usage from their trailer; a
reliable plant trailer providing additional depth for
use as a general duty trailer.
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Internal Width

SIZE COMBINATIONS

Platform Length

Loading Height Side Panel Height

2450mm/8"  2795mm/9'1” 3030mm/9'11" 3660mm/12’
1236mm/4’ GH94 353mm/1'1” 153mm/6"
1270mm/4'2" 430mm/1'5" 270mm/11”
1570mm/52" GX125 430mm/1'5" 270mm/11"
\1840mm/6’ GX126 410mm/1'4" 270mm/ 11"

J

Loading heights will vary slightly depending on tyre options.

GX84 with ramp

GX126 Tri-Axle with ramp

Plant

HENER

GX Series trailers are constructed from
folded pre-galvanized steel sections
with filled-in sides for greater flexibility.
The new body design allows the
machine operator to safely step down
from the cab.

Trailers are offered with hinged adjustable skids or
a full-width loading ramp. Sizes range from the
smallest GX84 up to the largest GX126. Trailers can
be further enhanced by accessories such as a ladder
rack, factory fitted aluminium treadplate floor
covering, meshside extensions (only practical with
full-width loading ramp), bolt on ramp knife edge,
recessed lashing rings and 1.8m/6’ skids or ramp in
place of the standard size of 1.2m/4’. A built-in
bucket rest is standard on all GX models.

GX Models are available with maximum gross weights
of 2700kg and 3500kg.

All our plant models are fitted with integrated ramp
and skid supports. This standard feature ensures
trailers are supported whilst being loaded without the
need to deploy prop stands.

The GH94 is the latest addition to our plant trailer
range with a 9’ x 4’ platform and a choice of two
ramp lengths. Offering a generous payload of up to
2210kg and a maximum gross weight of 2700kg, the
GH94 is ideal for customers with a restricted towing
capacity and is a favourite with plant hire companies.

GXrange is available with meshsides
(ramp model only)
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Trailer

Features

It's the attention to detail of Ifor Williams trailers that makes our
products so popular with owners. Just take a look at these

standard features.

J

.

Chassis & floor

Beam axle

Coupling head

18

Chassis

The underside of the
trailer features a
galvanized steel chassis
and drawbar, for long-
lasting corrosion
protection.

Floor

Phenol-coated on both
sides, our ply platform
floors feature an
embossed grip pattern on
the upper surface.
Beam axle & leaf
spring suspension
The Ifor Williams beam
axle system increases
stability and reliability
whilst ensuring minimum
maintenance.

Spare wheel

A mounting bracket and
spare wheel are fitted as
standard for complete
peace of mind.
Coupling head

The lockable low-profile
coupling head ensures
optimum clearance of 4x4
rear doors.

Loading skids

Fitted to the GP and GX
models, these are
adjustable for width when
deployed.

Optional
Equipment

The addition of selected accessories
allows you to further enhance your trailer,
and tailor it to suit your specific needs.

Perforated steel
loading skids

6'/1.83m & 8'/2.4m long steel
loading ramps. A pair of
prop stands are included to
support the rear of the
trailer when loading.

Lightweight aluminium
loading skids

6'/1.83m & 8'/2.4m long
aluminium loading ramps.
A pair of prop stands are
included to support the rear
of the trailer when loading.

Full width loading
ramp kit

Can be fitted to LT/LM
models with or without
dropsides/ meshsides.

Knife edge for ramp
Knife edges for ramps are
available as a bolt-on
optional extra for GX and
GP plant trailers.

Vi

Ladder rack

Option available for
LT/LM/CT/GD/GX and High
Sided GP Models.

Coupling eye
Alternative coupling heads
are available, 30mm,
40mm, 50mm and 76mm
sizes. Please ask your Ifor
Williams Distributor for
further information.

Floorcovering
Aluminium treadplate.

Floorcovering
(Tippers)

Smooth aluminium,
optional for 8' (standard on
10" and 12’).



o

Lashing straps

Lashing straps are used to
secure and prevent
movement of loads in the
trailer.

Lashing ring
Recessed hinged ring

providing a secure floor
level fixing point.

Headboard &
Dropsides

Options available for
LT/LM/CT range of trailers.

Mud Flaps

Ifor Williams trailers
branded mud flaps. Can
be fitted to LT/LM/CT
range of trailers.

Prop stands

Available for all models to give additional stability when loading and unloading.
Plant trailers have integrated prop stands fitted to skids and ramps.

Braked manual winch

Manual 2 or 3 tonne winch
(suitable for loading
wheeled vehicles up to 2
tonne and 3 tonne
respectively up an incline
of 21°).

Winch (electric)

Electric winch with corded
remote control unit
(suitable for loading
wheeled vehicles up to 3

tonne up an incline of 21°).

Electric hydraulic tip
For use with Tipping
trailers (option for 8’
tipper, standard on 10’
and 12').

Optional

Equipment

Meshsides are available for most
models, providing the capability to carry
bulky loads such as hedge cuttings and
waste packaging.

Canopies are
available for most
makes of 4x4
vehicle as well as
being an option
for some trailers.
For more details
please contact
your local
distributor.
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Trailer

Specifications

Flatbed Trailers

. Maximum Unladen
LT Series Gross Weight Tyres Weight
LT85 2000kg 145R10C 450kg Option  Option Std Option  Option Option Option - - Option'™ Option Option  Option Option
LT105 2000kg 145R10C 510kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LT125 2000kg 145R10C 565kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LT106 2000kg 145R10C 555kg Option  Option Std Option  Option Option Option Option Option Option'" Option Option Option Option
LT126 2000kg 145R10C 615kg Option  Option Std Option  Option Option Option Option Option Option'™ Option Option Option Option
LT146 2000k 145R10C 660k Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option

9 g
LM 5-Series
LM85 2700kg 195/60R12C 495kg Option  Option Std Option  Option Option Option - - Option'™ Option Option  Option Option
LM105 2700kg 195/60R12C 575kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LM125 2700kg 195/60R12C 620kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
3500kg Gross version available (add 30kg)
LM 6-Series
LM106 3500kg 195/60R12C 620kg Option  Option Std Option  Option Option Option Option Option Option'™ Option Option Option Option
LM126 3500kg 195/60R12C 675kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LM146 3500kg 195/60R12C 735kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LM166 3500kg 195/60R12C 795kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LM186 3500kg 195/60R12C 855kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
Tri-axle version on 12’, 14’, 16' & 18" models (add 110kg)
LM 7-Series
LM127 3500kg 195/60R12C 705kg Option  Option Std Option  Option Option Option Option Option Option'™ Option Option Option Option
LM147 3500kg 195/60R12C 775kg Option  Option Std Option  Option Option Option Option Option Option'" Option Option Option Option
LM167 3500kg 195/60R12C 845kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
LM187 3500kg 195/60R12C 915kg Option  Option Std Option  Option Option Option Option Option Option' Option Option Option Option
Tri-axle version on 14, 16" & 18" models (add 110kg)
Beavertail Trailers
LT146/B 2000kg 145R10C 685kg Option Option' Option** Option Option Option Option - - - Option Option  Option Option
LM146/B 3500kg 195/60R12C 725kg Option Option' Option** Option Option Option Option - - - Option Option  Option Option
LM147/B 3500kg 195/60R12C 780kg Option Option' Option** Option Option Option Option - - - Option Option  Option Option
LM166/B 3500kg 195/60R12C 785kg Option Option' Option** Option Option Option Option - - - Option Option Option Option
LM167/B 3500kg 195/60R12C 875kg Option Option' Option** Option Option Option Option - - - Option Option Option Option
Tiltbed Trailers
CT166 3500kg 195/60R12C 885kg Option Option* Std Option  Option - - - - Option  Option - Option Option
CT167 3500kg 195/60R12C 985kg Option Option* Std Option  Option - - - - Option  Option - Option Option
Other optional extras Optional accessories have been priced as factory fit *  Excludes tailboard: a standard ramp (1') is included within the trailer price.
: items, ordered with your trailer. If ordered at a later +  Must be specified at time of order, requires dropside fittings.

grateg manua: W!ncn ggggtg date, your distributor may need to fit the items, ** Dropside Fittings - Must be specified at time of order, factory fit only.
E|react?ic W?nr::';a winc 9 which will result in fitting charges being incurred. + Headboard, dropsides and tailboard required to fit meshsides.
(Manual winch not available on CT models) 21
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General Duty Trailers
i Maximum Unlad Ui
GD 4-Series Gross Weight Tyres Weight Weight
GD64 Single Axle 1400kg 165R13C 325kg 355kg Option  Option Option Option Std - - Option Option  Option
GD84 Single Axle 1400kg 165R13C 355kg 385kg Option  Option Option Option Std - - Option Option  Option
GD84 Single Axle 1500kg 175/75R16C 395kg 415kg Option  Option Option Option Std - - Option Option  Option
GD84 Single Axle 1500kg 6.50R16C 400kg 420kg Option  Option Option Option Std - - Option Option  Option
GD84 2700kg 165R13C 450kg 480kg Option  Option Option Option Option - - Option Option  Option
GD 5-Series
GD85 Single Axle 1400kg 165R13C 395kg 430kg Option  Option Option Option Std - - Option Option  Option
GD85 2700kg 165R13C 485kg 525kg Option  Option Option Option Option - - Option Option  Option
GD105 2700kg 165R13C 550kg 585kg Option  Option Option Option Option - - Option Option  Option
GD125 2700kg 165R13C 585kg 620kg Option  Option Option Option Option - - Option Option  Option
GD 6-Series
GD106 2700kg 165R13C 600kg 625kg Option  Option Option Option Option - - Option Option  Option
GD126 2700kg 165R13C 625kg 660kg Option  Option Option Option Option - - Option Option  Option
Tipping Trailers
TT85 (Manual Pump) 2700kg 165R13C 675kg - Option Std Option - - - - Option Option -
TT85E Power-Tip 2700kg 165R13C 710kg - Option Std Option - - - - Option Option -
TT105 Power-Tip 3500kg 195/60R12C 965kg - Std* Std Option - Option Option Option Option Option -
TT126 Power-Tip 3500kg 195/60R12C 1135kg - Std* Std Option - Option Option Option Option Option -

Other optional extras (LT, LM & GD models)

Braked Manual winch 2000kg

Braked Manual winch 3000kg

Electric winch

Canopy (GD Models)

Optional accessories have been priced as factory fit items, ordered

with your trailer. If ordered at a later date, your distributor may need
to fit the items, which will result in fitting charges being incurred.

*Plain Aluminium Covering
All trailer weights are unladen and include standard options, these weights are for guidance only.

The Ifor Williams commitment to
trailer security
Each trailer is fitted with an ID plate which has a

IFOR WILLIAMS
TRAILERS HAVE A SPARE

WHEEL FITTED AS
STANDARD

unique serial number etched on it. Additionally, the

drawbar has a different unique number cut through
it*, which is virtually impossible to alter without
noticeably affecting the appearance of the numbers
and galvanized finish.

TExcludes GD64 & GD84 Single Axle Models.
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. Maximum Unladen  Unladen  Unladen  Unladen  Unladen

GX Series Gross Weight Weight Weight Weight Weight Weight
GX84 Skids 2700kg 540kg - - - - Option - Option Std Std - Std Option Option Option Option Std
GX84 Ramp 2700kg 540kg - - - - Option Option Option Std Std - Std Option Option Option Option Std
GX105 Skids 2700kg 660kg - - - - Option - Option Std Std - Std Option Option Option Option Std
GX105 Ramp 2700kg 675kg - - - - Option Option Option Std Std - Std Option Option Option Option Std
GX105 H/D Skids 3500kg - 670kg - - - Option - Option Std Std - Std Option Option Option Option Std
GX105 H/D Ramp 3500kg - 690kg - - - Option Option Option Std Std - Std Option Option Option Option Std
GX125 H/D Skids 3500kg - 740kg - - - Option - Option Std Std - Std Option Option Option Option Std
GX125 H/D Ramp 3500kg - 760kg - - - Option Option Option Std Std - Std Option Option Option Option Std
GX106 Skids 3500kg - 700kg - - - Option - Option Std Std - Std Option Option Option Option Std
GX106 Ramp 3500kg - 715kg - - - Option Option Option Std Std - Std Option Option Option Option Std
GX126 Skids 3500kg - 765kg - - - Option - Option Std Std - Std Option Option Option Option Std
GX126 Ramp 3500kg - 795kg - - - Option Option Option Std Std - Std Option Option Option Option Std
GX126 Tri-Axle Skids 3500kg - 875kg - - - Option - Option Std Std - Std Option Option Option Option Std
GX126 Tri-Axle Ramp 3500kg - 890kg - - - Option Option Option Std Std - Std Option Option Option Option Std
GH Series
GH94t 2700kg - - 490kg - - Option - - Std Std* Std Std - Option Option - Std
GP-Low Sides
GP106 Skids 3500kg - 705kg 705kg 765kg 780kg Option - - Std Std Std Std Option Option Option Option Option
GP106 Ramp 3500kg - 720kg 720kg 780kg 795kg Option - - Std Std Std Std Option Option Option Option Option
GP126 Skids 3500kg - 780kg 780kg 840kg 855kg Option - - Std Std Std Std Option Option Option Option Option
GP126 Ramp 3500kg - 795kg 795kg 855kg 870kg Option - - Std Std Std Std Option Option Option Option Option
GP126 Tri-Axle Skids 3500kg - 890kg 890kg  980kg - Option - - Std Std Std Std Option Option Option Option Option
GP126 Tri-Axle Ramp 3500kg - 905kg 905kg  995kg - Option - - Std Std Std Std Option Option Option Option Option
GP146 Tri-Axle Skids 3500kg - 915kg  915kg  1005kg - Option - - Std Std Std Std Option Option Option Option Option
GP146 Tri-Axle Ramp 3500kg - 930kg 930kg 1020kg - Option - - Std Std Std Std Option Option Option Option Option
GP-High Sides
GP106H Skids 3500kg - 785kg 785kg = 845kg 860kg Option - Option Std - Std Option Option Option Option Option Std
GP106H Ramp 3500kg - 800kg 800kg 860kg 875kg Option Option Option Std - Std Option Option Option Option Option Std
GP126H Skids 3500kg - 870kg 870kg 930kg 945kg Option - Option Std - Std Option Option Option Option Option Std
GP126H Ramp 3500kg - 885kg 885kg 945kg 960kg Option Option Option Std - Std Option Option Option Option Option Std
GP126H Tri-Axle Skids 3500kg - 980kg 980kg 1070kg - Option - Option Std - Std Option Option Option Option Option Std
GP126H Tri-Axle Ramp 3500kg - 995kg 995kg 1085kg - Option Option Option Std - Std Option Option Option Option Option Std
GP146H Tri-Axle Skids 3500kg - 1095kg 1095kg 1105kg - Option - Option Std - Std Option Option Option Option Option Std
GP146H Tri-Axle Ramp 3500kg - 1030kg 1030kg 1120kg - Option - Option Std - Std Option Option Option Option Option Std

H/D - Heavy Duty. H - High Sided

Standard ramp and skids length, 4'. Trailers also available with 6' ramp or skids.

All trailer weights are unladen and include standard options, these weights are for guidance only.

* GH94 has 5 pairs of integral lashing points per trailer (non recessed). 23

1t GH94 does not include a spare wheel fitted as standard. Available with 3'11” ramp with mesh infill or 4'10” ramp without mesh infill.




FLATBED TRAILERS
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LT Series
LT85 2000kg | 145R10C | £65 |£1,420 | £140 | £215 | Std £65 £50 | £190 | £315 - - £320" | £20 | £360 | £20 £50 £31
LT105 2000kg  145R10C | £65 |£1,555 | £185 | £285 | Std £70 £50 | £190 | £315 & £220 | £370 | £435" | £20 | £360 | £20 £50 £31
1T125 2000kg | 145R10C | £65 |£1,625| £225 @ £310 | Std £70 £50 | £190 | £315 | £220 | £370 | £475" | £20 | £360 | £20 £50 £31
LT106 2000kg | 145R10C | £65 |£1,645| £220 @ £300 | Std £75 £55 | £190 | £315 | £220 | £370 | £450" | £20 | £360 | £20 £50 £31
1T126 2000kg | 145R10C | £65 |£1,725| £265 @ £320 | Std £75 £55 | £190 | £315 | £220 | £370 | £485" | £20 | £360 | £20 £50 £31 | Other Optional Extras
LT146 2000kg | 145R10C | £65 |£1,805| £310 | £340 | Std £75 £55 | £190 | £315 | £220 | £370 | £500" | £20 | £360 | £20 £50 £31 | Manual Winch 2000kg £225 (Includes Bracket)
LM 5-Series Manual Winch 3000kg £295 (Includes Bracket)
LM85 2700kg 195/60R12C| £65 | £1,560 | £140 | £215 | Std | £65 | £50 | £190 | £315 - - | £320" | £20 @ £360 | £20 @ £50 | g£31 | Electric Winch £600 (12v) (Includes Bracket)
LM105 2700kg | 195/60R12C| £65 |£1,700| £185 | £285 | Std £70 | £50 @ £190 | £315 | £220 | £370 @ £435' | £20 | £360 | £20 @ £50 | £31 | Loshing Strap (3 metres) £20
LM125 2700kg | 195/60R12C| £65 |£1,765| £225 & £310 | Std £70 £50 | £190 | £315 | £220 | £370 | £475" | £20 | £360 | £20 £50 £31 | Lashing Strap (8 metres) £25
3500kg Gross version available for additional £150
LM é6-Series
LM106 3500kg | 195/60R12C | £65 |£1,880 | £220 | £300 | Std £75 £55 | £190 | £315 | £220 | £370 | £450" | £20 | £380 | £20 £50 £31
LM126 3500kg | 195/60R12C| £65 |£1,960| £265 | £320 | Std £75 £55 | £190 | £315 | £220 | £370 | £485" | £20 | £380 | £20 £50 £31
LM146 3500kg | 195/60R12C| £65 |£2,040| £310 | £340 | Std £75 £55 | £190 | £315 | £220 | £370 | £500" | £20 | £380 | £20 £50 £31
LM166 3500kg | 195/60R12C| £65 |£2,185| £350 | £375 | Std £75 £55 | £190 | £315 & £220 | £370 | £520" | £20 | £380 | £20 £50 £31
LM186 3500kg | 195/60R12C| £65 |£2,410| £400 | £425 | Std £75 £55 | £190 | £315 | £220 | £370 | £610" | £20 | £380 | £20 £50 £31
Tri-Axle version on 12', 14', 16', & 18' models for additional £420
LM 7-Series
LM127 3500kg | 195/60R12C | £65 | £2,225 | £310 | £340 | Std £90 £70 | £190 | £315 | £220 | £370 | £500" | £20 | £450 | £20 £50 £31
LM147 3500kg | 195/60R12C| £65 |£2,345| £355 | £365 | Std £90 £70 | £190 | £315 | £220 | £370 | £520" | £20 | £450 | £20 £50 £31
LM167 3500kg | 195/60R12C| £65 |£2,505| £395 | £415 | Std £90 £70 | £190 | £315 & £220 | £370 | £550" | £20 | £450 | £20 £50 £31
LM187 3500kg | 195/60R12C| £65 |£2,835| £455 | £470 | Std £90 £70 | £190 | £315 | £220 | £370 | £640" | £20 | £450 | £20 £50 £31
Tri-Axle version on 14', 16', & 18' models for additional £420
Beavertail Trailers
LT146/B 2000kg 145R10C | £65 |£1,995  £355 @ £385' | £95%*  £75 £55 | £190 | £315 - - - £20 | £390 | £20 £50 £31
LM146/B 3500kg | 195/60R12C| £65 |£2,230| £355 | £385' | £95%* | £75 £55 | £190 | £315 - = - £20 | £390 | £20 £50 £31
LM147/8 3500kg | 195/60R12C| £65 |£2,450 | £405 | £405' | £95%* | £90 £70 | £190 | £315 - = - £20 | £450 | £20 £50 £31
LM166/B 3500kg | 195/60R12C | £65 |£2,375| £400 | £455' | £95%* | £75 £55 | £190 | £315 - = - £20 | £390 | £20 £50 £31
LM167/B 3500kg | 195/60R12C| £65 |£2,610| £455 | £475' | £95%* | £90 £70 | £190 | £315 - - - £20 | £450 | £20 £50 2310 *  Excludes tailboard: a standard ramp (19 is included within the trailer price.
. t Must be specified at time of order, requires dropside fittings.
Tilt-Bed **  Dropside Fittings - Must be specified at time of order, factory fit only.
CT166* 3500kg | 195/60R12C | £65 |£2,755| £395 | £310* | Std £75 £55 - - - — £520%**| £20 - £20 - £31 | *** Deduct 250 for Mesh sides if trailer ordered with 3 high rear ramp.
CT167* 3500kg | 195/60R12C| £65 | £3,245| £455 | £330* | Std | £90 | £70 - - - _ [esso***| £20 - £20 - g31 | " Headboard, dropsides and tailboard required to fit meshsicles.

#  Manual winches not available on CT models.
Extra high ramps (3' High) - CT166 £135 - CT167 £150
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GD 4-Series
GDé64 Single Axle 1400kg = 165R13C £65 |£1,070 £1,200 | £95 £45 £290 £235 Std - - £20 -
GD84 Single Axle 1400kg = 165R13C £65 |£1,125 £1,255 £130 £45 £325 £265 Std - - £20 -
GD84 Single Axle 1500kg 175/75R16C| £65 |£1,230 £1,360 £130 £45 £325 £265 Std - - £20 -
GD84 Single Axle 1500kg  6.50R16C £65 |£1,295  £1,425 £130 £45 £325 £265 Std - - £20 -
GD84 2700kg | 165R13C £65 |£1,390 £1,515 £130 £45 £325 £265 - - - £20 £31
GD 5-Series
GD85 Single Axle 1400kg = 165R13C £65 |£1,195 £1,375 £160 £50 £340 £280 Std - - £20 -
GD85 2700kg | 165R13C £65 |£1,440 £1,620 £160 £50 £340 £280 £45 - - £20 £31
GD105 2700kg | 165R13C £65 |£1,590 £1,765 £200 £50 £380 £325 £45 - - £20 £31
GD125 2700kg | 165R13C £65 |£1,650 £1,830 £245 £50 £420 £365 £45 - - £20 £31
GD é-Series
GD106 2700kg | 165R13C £65 |£1,780 £2,020 £220 £55 £390 £335 £45 - - £20 £31
GD126 2700kg | 165R13C £65 |£1,995 £2,235 £265 £55 £435 £375 £45 - - £20 £31
TT Series
TT85 (Manual Pump) 2700kg 165R13C £65 £2,160 - £160** | Std £340 - - - - £20 £31
TT85E Power-Tip 2700kg 165R13C £65 £2,495 - £160** | Std £340 - - - - £20 £31
TT105 Power-Tip 3500kg 195/60R12C, £65 |£3,175 - Std** Std £435 - £50 £220 @ £370 £20 £31
TT126 Power-Tip 3500kg 195/60R12C, £65 |£3,555 - Std** Std £485 - £50 £220 @ £370 £20 £31

Other Optional Extras
Lashing Strap (3 metres) £20
Lashing Strap (8 metres) £25

Optional accessories have been priced as factory fit items, ordered with
your trailer. If ordered at a later date, your distributor may need to fit the
items, which could result in fitting charges being incurred.

* Ramp also available as solid Aluminium Ramp for additional £55
**Plain Aluminium Covering
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GX Series
GX84 Skids 2700kg  £65 |£1,725 - - £130
GX84 Ramp 2700kg  £65 |£1,725 - - - - £130
GX85 Skids 2700kg = £65 | £1,890 - - - - £155
GX85 Ramp 2700kg | £65 | £1,935 - . - = £155
GX105 Skids 2700kg = £65 | £1,975 - - - - £195
GX105 Ramp 2700kg  £65 |£2,040 - - - - £195
GX105 H/D Skids 3500kg | £65 - £2,115 - - - £195
GX105 H/D Ramp 3500kg | £65 = £2,175 - - - £195
GX125 H/D Skids 3500kg | £65 - £2,220 - - - £240
GX125 H/D Ramp 3500kg | £65 - £2,280 - - - £240
GX106 Skids 3500kg £65 - £2,170 - - - £235
GX106 Ramp 3500kg | £65 - £2,245 - - - £235
GX126 Skids 3500kg | £65 - £2,330 - - - £280
GX126 Ramp 3500kg | £65 - £2,400 - - - £280
GX126 Tri-Axle Skids 3500kg | £65 - £2,750 - - - £280
GX126 Tri-Axle Ramp 3500kg | £65 - £2,820 - - - £280
GP-Low Sides
GP106 Skids 3500kg | £65 - £2,275 | £2,320 £2,400 £2,505 £240
GP106 Ramp 3500kg | £65 - £2,380 | £2,425 £2,505 £2,610 £240
GP126 Skids 3500kg | £65 - £2,395 | £2,440 £2,520 £2,625 £285
GP126 Ramp 3500kg | £65 - £2,500 | £2,545 £2,625 £2,730 £285
GP126 Tri-Axle Skids 3500kg | £65 - £2,815 | £2,860 £2,940 - £285
GP126 Tri-Axle Ramp 3500kg | £65 - £2,920 | £2,965 £3,045 - £285
GP146 Tri-Axle Skids 3500kg | £65 - £2,935|£2,980 £3,065 | - £335
GP146 Tri-Axle Ramp 3500kg | £65 - £3,040 |£3,085 £3,170 | - £335
GP-High Sides
GP106H Skids 3500kg | £65 - £2,395 | £2,440 £2,520 £2,625 £240
GP106H Ramp 3500kg | £65 - £2,500 | £2,545 £2,625 | £2,730 £240
GP126H Skids 3500kg | £65 - £2,515 | £2,560 £2,645 £2,750 £285
GP126H Ramp 3500kg | £65 - £2,620 | £2,665 £2,750 £2,855 £285
GP126H Tri-Axle Skids 3500kg | £65 - £2,935 | £2,980 £3,065 - £285
GP126H Tri-Axle Ramp 3500kg | £65 - £3,040 | £3,085 £3,170 - £285
GP146H Tri-Axle Skids 3500kg | £65 - £3,075 | £3,115  £3,200 - £335
GP146H Tri-Axle Ramp 3500kg | £65 - £3,180 | £3,220 £3,305 - £335
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Other Optional Extras
Lashing Strap (3 metres) £20
Knife Edge for GX range available - £35 for all sizes

Optional accessories have been priced as factory fit items, ordered
with your trailer. If ordered at a later date, your distributor may
need to fit the items, which will result in fitting charges being incurred.

Standard ramp and skid length = 4"
For é' skids add £50 to price of 4' skids for GX & GP Range
For é' ramps add £100 to price of 4' ramp for GX & GP Range

* Includes two pairs of recessed lashing rings

Prices are ex-works and are subject to delivery charges and the VAT rate
applicable at the date of supply.

All trailers are twin axle unless stated otherwise. Coupling locks and
wheel clamps can be supplied for all trailer models. Prices on application.

Dimensions and weights are given as a guide only. We reserve the right
to alter specifications without notice.

© Ifor Williams Trailers Ltd 2009. All rights reserved.

Ifor Williams

IFOR WILLIAMS TRAILERS LTD
Cynwyd, Corwen, Denbighshire LL21 OLB
Telephone +44 (0)1490 412527

sales@iwt.co.uk

www.iwt.co.uk



GP106 with integrated ramp and skid supports

Product design, descriptions, colours, specifications etc. correct at time of
going to press. We constantly strive to improve our products, and from
time to time this may result in changes to our range or to individual
models. Please check that design, description, colours, specifications
described in this brochure are still valid at the time of placing an order.

Our distributors have extensive product knowledge and will be pleased
to offer assistance in the selection of your trailer.

© Ifor Williams Trailers Ltd 2007. All rights reserved.

No part of this publication may be reproduced in any form or by any
means, without the prior written permission of Ifor Williams Trailers Ltd.

Throughout this brochure the lashing of plant equipment is shown for
illustration purposes only. Always consult plant machinery manufacturer
for correct lashing points.
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For further information visit our
comprehensive website

www.iwt.co.uk
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Design by lkon Design Ltd. Photography by Red Photography Ltd.

We would like to thank the following organisations who assisted in the
production of this brochure: HSS (Wrexham), Castlemead Homes
(Wrexham), Major Owen (Penrhyndeudraeth), Lindop Brothers
(Queensferry), Thornes Jeep (Wakefield), Chippendale Plant Hire (Leeds),
Kirkby Building Supplies (Boston Spa),The Yorkshire Sculpture Park,

T. C. Harrison JCB (Sheffield), MTS IR Bobcat (Wakefield).



