






Livestock Trailer 
Features

Chassis
The underside of the trailer features a
galvanized steel chassis and drawbar.

Beam axle
Ifor Williams beam axle system increases
stability and reliability, whilst ensuring
minimum maintenance.

Floor
Floors consist of pressure-treated timber
planking under 2mm slip-resistant
aluminium treadplate.

Roof
The heat-reflecting white PVC-coated
galvanized steel roof panels are similar to
those used in the construction industry.

Roof Channels
The galvanised steel roof channels add
body rigidity and strength.

Coupling head
Lockable low profile coupling head ensures
optimum clearance of 4x4 rear doors.

Front access door
A single door is fitted to 4’ headroom
models for quick easy access. The split door
on 6’ and 7’ models allows separate access
to lower and upper decks.

Side Vents
Quick clip vents in either open or closed
position.

Spare Wheel
Spare wheel fitted as standard.

It’s the attention to detail of Ifor Williams trailers
that makes our products so popular with owners.
Just take a look at these standard features.

Chassis & floor

Beam axle

Coupling head

Spare Wheel

TA510 12’ (6’ headroom) with
optional side gate extensions and
large cross division



Mud Flaps
Ifor Williams Trailers branded mud

flaps. Can be fitted to DP models.

Optional
Equipment

Prop stands (Pair)
These help support and steady the

rear of the trailer when loading and

unloading (on DP Models, only

available as part of integrated skid

carrier).

Combination Ramp/Doors
Now available on TA5/TA510 on standard 6’/7’ headroom models. The factory fitted ramp operates normally but can

also be opened as doors to allow fork-truck access. This is ideal for loading pallets etc. *Not available with deck

system.

This option must be stated at the time of order as they cannot be offered as a modification.

Dropside fitting, drop side
and loading skids
Available on DP models only, this

option allows the fitting of dropsides

and/or skids when the trailer is used as

a flatbed. This option must be

requested at the time of ordering.

Centre partition
Only available in the 7’ headroom

models, the centre partition kit

converts your livestock trailer to

having two side-by-side stalls.

Ramp Gate extensions
Available on all 6’ and 7’ models the

extension gates can be used to aid

loading/unloading. 

DP Container demount
This kit enables you to remove the

DP container from the flatbed with

the use of a fork lift truck, enabling

your livestock trailer to be used as a

flatbed trailer.

Wind deflector
To improve the aerodynamics of the

trailer the lightweight GRP nose cone

reduces drag and improves fuel

consumption especially on those long

journeys. Available for 6’ and 7’

models only. 

Cross divisions
Both full size and half size (upper

and lower) cross divisions are

available. These can be carried on

the front of the trailer (limitations

apply when nose cone is fitted.)

*Always ensure that the load is distributed evenly and centred over the axles.

Sump tank
Two recessed drain points in the floor allow
liquid waste to drain into the tank during
transit. Drain covers are swung to one side to
allow solid waste to be washed out through
the tank while the ramp is closed. Screw off
covers enable both sides of the tank to be
opened for easy and thorough cleaning.



Conventional loading
Decks neatly stowed away. In this mode the trailer
can be used as conventional livestock trailer
suitable for cattle and other larger livestock. Rear
barrier, deck supports and front deck leaf are all
stowed neatly against the front panel.

With the deck system folded away the trailer is
suitable for use with cattle and other livestock.
All components are stored on board the trailer
and are conveniently and safely stowed for quick
access. When required the deck can be deployed
or stowed within a few minutes without the need
for any tools or special equipment.

With the decks deployed the EasyLoadTM ramp can
be operated, lifting easily into position, assisted
by way of two gas springs. This requires little
effort from the operator and stowage is just as
effortless. Utilising the weight of the operator
the ramp lowers and is simply locked in place.

The EasyLoadTM ramp is used in conjunction with
the folding deck system and must be specified at
time of order.

Unique to Ifor Williams the factory
fitted EasyLoadTM ramp and folding deck
system simplifies the loading of the
upper deck without the need to
manhandle ramps or livestock. 

EasyLoad™

Deck system EasyLoad™

Upper deck loading
Decks deployed and rear barrier in the loading
position. EasyLoad™ ramp in the upper deck
loading position.

Lower deck loading
Rear barrier closed and EasyLoad™ ramp in the
lowered position.

DP120 12’ model shown, with optional small cross divisions.

EasyLoad™ deployed and rear
barrier lowered.

Upper deck loaded. Rear barrier closed. EasyLoad™ has been lowered and
the lower deck is being loaded.

Model shown above features optional side gate extensions and small cross divisions.



• Trailer option
- Not Available
Std Standard Fit
*Single Stock Ramp Door on P6e & P7e models

Livestock Trailer
Specifications
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DP120 10’x6’ H/R 3500kg 195/60R12C • • Option Option Option Option Option Option Option Option Option Option Option Option Option

DP120 12’x6’ H/R 3500kg 195/60R12C • • Option Option Option Option Option Option Option Option Option Option Option Option Option

DP120T 12’x6’ H/R (Tri Axle) 3500kg 195/60R12C • • Option Option Option Option Option Option Option Option - Option Option Option Option

DP120T 14’x6’ H/R (Tri Axle) 3500kg 195/60R12C • • Option Option Option Option Option Option Option Option Option Option Option Option Option

H/R - Headroom *Dropside Fittings must be specified at time of order, factory fit only.   **Dropside Kit only available when ordered with dropside fittings.
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Gross Weight Tyres

P6e Single Axle 500kg 145R10 - • Option Option - - - - - - Option Option Option Option

P6e Single Axle 750kg 20.5 x 8-10 - • Option Option - - - - - - Option Option Option Option

P6e Single Axle 500kg 145R13 - • Option Option - - - - - - Option Option Option Option

P6e Single Axle 750kg 145R13 - • Option Option - - - - - - Option Option Option Option

P7e Single Axle 750kg 20.5 x 8-10 - • Option Option - - - - - - Option Option Option Option

P7e Single Axle 500kg 145R13 - • Option Option - - - - - - Option Option Option Option

P7e Single Axle 750kg 145R13 - • Option Option - - - - - - Option Option Option Option

P6 4’ H/R (Single Axle) 1400kg 165R13C - • - Option - - - - - - Option - - Std

P6 5’ H/R (Single Axle) 1400kg 165R13C - • - Option - - - - - - Option - - Std

P8 4’ H/R (Single Axle) 1400kg 165R13C - • - Option - - - - - - Option - - Std

P8 5’ H/R (Single Axle) 1400kg 165R13C - • - Option - - - - - - Option - - Std

TA5 8’x4’ H/R 2700kg 165R13C - • - Option - - - - - Option

TA5 10’x4’ H/R 2700kg 165R13C - • - Option - - - - - Option

TA5 12’x4’ H/R 2700kg 165R13C - • - Option - - - - - Option

TA5 8’x6’ H/R 2700kg 165R13C • • • Option Option Option Option - - Option

TA5 10’x6’ H/R 2700kg 175/75R16C • • • Option Option Option Option - - Option

TA5 10’x7’ H/R 2700kg 175/75R16C • • • Option Option Option Option Option Option Option

TA5HD 12’x6’ H/R 3500kg 175/75R16C • • • Option Option Option Option - - Option-
TA5HD 12’x6’ H/R 3500kg 6.50R16C • • • Option Option Option Option - - Option

TA5HD 12’x7’ H/R 3500kg 175/75R16C • • • Option Option Option Option Option Option Option

TA5HD 12’x7’ H/R 3500kg 6.50R16C • • • Option Option Option Option Option Option Option

TA510 10’x6’ H/R 3500kg 175/75R16C • • • Option Option Option Option - - Option

TA510 10’x6’ H/R 3500kg 6.50R16C • • • Option Option Option Option - - Option

TA510 10’x7’ H/R 3500kg 175/75R16C • • • Option Option Option Option Option Option Option

TA510 10’x7’ H/R 3500kg 6.50R16C  • • • Option Option Option Option Option Option Option

TA510 12’x6’ H/R 3500kg 175/75R16C • • • Option Option Option Option - - Option

TA510 12’x6’ H/R 3500kg 6.50R16C  • • • Option Option Option Option - - Option

TA510 12’x7’ H/R 3500kg 175/75R16C • • • Option Option Option Option Option Option Option

TA510 12’x7’ H/R 3500kg 6.50R16C • • • Option Option Option Option Option Option Option

TA510 14’x6’ H/R 3500kg 6.50R16C • • • Option Option Option Option - - Option

TA510T 14’x6’ H/R (Tri Axle) 3500kg 175/75R16C • • • Option Option Option Option - - Option

TA510 14’x7’ H/R 3500kg 6.50R16C • • • Option Option Option Option Option Option Option

TA510T 14’x7’ H/R (Tri Axle) 3500kg 175/75R16C • • • Option Option Option Option Option Option Option

The Ifor Williams
commitment to trailer security
Each trailer is fitted with an ID plate which
has a unique serial number etched on it.
Additionally, the drawbar (except P6e, P7e,
P6 & P8) has a different unique number cut
through it, which is virtually impossible to
alter without noticeably affecting the
appearance of the numbers and galvanized
finish.

The transport of animals is subject to The
Welfare of Animals (Transport) Order 1997.
For further details please contact your local
DEFRA (Department for the Environment,
Food and Rural Affairs) representative or
visit their website: www.defra.gov.uk
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IFOR WILLIAMS TRAILERS LTD
Cynwyd, Corwen, Denbighshire LL21 0LB
Telephone +44 (0)1490 412527

sales@iwt.co.uk

www.iwt.co.uk 07/09

P6e Single Axle 500kg 145R10 £65 - £1,020 £1,075 £60 - - - - - £40 £185 £40 £100 -
P6e Single Axle 750kg 20.5 x 8-10 £65 - £1,080 £1,135 £60 - - - - - £40 £185 £40 £100 -
P6e Single Axle 500kg 145R13 £65 - £1,050 £1,105 £60 - - - - - £40 £185 £40 £100 -
P6e Single Axle 750kg 145R13 £65 - £1,070 £1,125 £60 - - - - - £40 £185 £40 £100 -
P7e Single Axle 750kg 20.5 x 8-10 £65 - £1,150 £1,205 £60 - - - - - £40 £195 £40 £110 -
P7e Single Axle 500kg 145R13 £65 - £1,120 £1,175 £60 - - - - - £40 £195 £40 £110 -
P7e Single Axle 750kg 145R13 £65 - £1,140 £1,195 £60 - - - - - £40 £195 £40 £110 -
P6G 4’ H/R (Single Axle) 1400kg 165R13C £65 - £1,565 - £65 - - - - - £40 - - - -
P6G 5’ H/R (Single Axle) 1400kg 165R13C £65 - £1,680 - £65 - - - - - £40 - - - -
P8G 4’ H/R (Single Axle) 1400kg 165R13C £65 - £1,705 - £65 - - - - - £40 - - - -
P8G 5’ H/R (Single Axle) 1400kg 165R13C £65 - £1,825 - £65 - - - - - £40 - - - -
TA5 8’x4’ H/R 2700kg 165R13C £90 - £2,355 - £75 - - - - £170 - - - - £31
TA5 10’x4’ H/R 2700kg 165R13C £90 - £2,570 - £75 - - - - £170 - - - - £31
TA5 12’x4’ H/R 2700kg 165R13C £90 - £2,785 - £75 - - - - £170 - - - - £31
TA5 8’x6’ H/R 2700kg 165R13C £90 £3,305 £2,675 £2,825 £170 £70 £125 £115 - £170 - - - - £31
TA5 10’x6’ H/R 2700kg 175/75R16C £90 £3,755 £3,045 £3,290 £170 £70 £125 £115 - £170 - - - - £31
TA5 10’x7’ H/R 2700kg 175/75R16C £90 £3,865 £3,160 £3,400 £180 £70 £125 £115 £360 £170 - - - - £31
TA5HD 12’x6’ H/R 3500kg 175/75R16C £90 £4,160 £3,360 £3,545 £170 £70 £125 £115 - £170 - - - - £31
TA5HD 12’x6’ H/R 3500kg 6.50R16C £90 £4,260 £3,460 £3,645 £170 £70 £125 £115 - £170 - - - - £31
TA5HD 12’x7’ H/R 3500kg 175/75R16C £90 £4,285 £3,490 £3,670 £180 £70 £125 £115 £360 £170 - - - - £31
TA5HD 12’x7’ H/R 3500kg 6.50R16C £90 £4,385 £3,590 £3,770 £180 £70 £125 £115 £360 £170 - - - - £31
TA510 10’x6’ H/R 3500kg 175/75R16C £90 £4,095 £3,360 £3,600 £180 £75 £145 £115 - £170 - - - - £31
TA510 10’x6’ H/R 3500kg 6.50R16C £90 £4,200 £3,465 £3,705 £180 £75 £145 £115 - £170 - - - - £31
TA510 10’x7’ H/R 3500kg 175/75R16C £90 £4,215 £3,480 £3,715 £190 £75 £145 £115 £360 £170 - - - - £31
TA510 10’x7’ H/R 3500kg 6.50R16C £90 £4,320 £3,585 £3,820 £190 £75 £145 £115 £360 £170 - - - - £31
TA510 12’x6’ H/R 3500kg 175/75R16C £90 £4,390 £3,570 £3,820 £180 £75 £145 £115 - £170 - - - - £31
TA510 12’x6’ H/R 3500kg 6.50R16C £90 £4,495 £3,675 £3,925 £180 £75 £145 £115 - £170 - - - - £31
TA510 12’x7’ H/R 3500kg 175/75R16C £90 £4,515 £3,700 £3,945 £190 £75 £145 £115 £360 £170 - - - - £31
TA510 12’x7’ H/R 3500kg 6.50R16C £90 £4,620 £3,805 £4,050 £190 £75 £145 £115 £360 £170 - - - - £31
TA510 14’x6’ H/R 3500kg 6.50R16C £90 £4,725 £3,870 £4,140 £180 £75 £145 £115 - £170 - - - - £31
TA510T 14’x6’ H/R (Tri-Axle) 3500kg 175/75R16C £90 £4,920 £4,065 £4,335 £180 £75 £145 £115 - £170 - - - - £31
TA510 14’x7’ H/R 3500kg 6.50R16C £90 £4,865 £4,010 £4,275 £190 £75 £145 £115 £360 £170 - - - - £31
TA510T 14’x7’ H/R (Tri-Axle) 3500kg 175/75R16C £90 £5,060 £4,200 £4,470 £190 £75 £145 £115 £360 £170 - - - - £31

LIVESTOCK TRAILERS
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DP120 10’x6’ H/R 3500kg 195/60R12C £90 £4,280 £3,630 £190 £75 £160 £150 £50 £300 £75 £140 – £110 £170 £185
DP120 12’x6’ H/R 3500kg 195/60R12C £90 £4,565 £3,795 £190 £75 £160 £150 £50 £320 £75 £140 £170 £110 £170 £185
DP120T 12’x6’ H/R (Tri-Axle) 3500kg 195/60R12C £90 £4,845 £4,075 £190 £75 £160 £150 £50 £320 £75 £140 £170 £110 £170 £185
DP120T 14’x6’ H/R (Tri-Axle) 3500kg 195/60R12C £90 £5,200 £4,365 £190 £75 £160 £150 £50 £340 £75 £140 £170 £110 £170 £185

H/R - Headroom *Dropside Fittings must be specified at time of order, factory fit only. **Dropside Kit only available when ordered with dropside fittings.
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Prices are ex-works and are subject to delivery charges and
the VAT rate applicable at the date of supply.

All trailers are twin axle unless stated otherwise. Coupling
locks and wheel clamps can be supplied for all trailer models.
Prices on application.

Dimensions and weights are given as a guide only. We
reserve the right to alter specifications without notice.

© Ifor Williams Trailers Ltd 2009. All rights reserved.

P6e & P7e model prices include Livestock Kit as standard.
See Unbraked brochure for standard P6e & P7e prices

* Single Stock Ramp Door on P6e & P7e models 

Optional accessories have been priced as factory fit items, ordered 
with your trailer. If ordered at a later date, your distributor may 
need to fit the items, which will result in fitting charges being incurred.

TRAILERS
INCLUDE A

SPARE WHEEL
FITTED AS

STANDARD



Distributed throughout the UK & EuropeProduct design, descriptions, colours, specifications etc. correct at time of
going to press. We constantly strive to improve our products, and from
time to time this may result in changes to our range or to individual
models. Please check that design, description, colours, specifications
described in this brochure are still valid at the time of placing an order.

Our distributors have extensive product knowledge and will be pleased
to offer assistance in the selection of your trailer.

© Ifor Williams Trailers Ltd 2009.
All rights reserved.

No part of this publication may be reproduced in any form or by any
means, without the prior written permission of Ifor Williams Trailers Ltd.

Design by Ikon Design Ltd. Photography by Red Photography Ltd.
Thanks to North Wales ATV Centre, Denbigh. Dane Audi, Chester. Conwy Land Rover.

Ifor Williams Trailers Ltd
Cynwyd, Corwen, Denbighshire LL21 0LB UK
Telephone +44 (0)1490 412527
Facsimile +44 (0)1490 413216

For further information visit our
comprehensive website

www.iwt.co.uk

DP120 12’ (6’ headroom) with optional
side gate extensions

05/09


